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Liquid Level Sensor 
Sensor for measuring the level of liquid in a well or tank 
 

USE / PURPOSE 
The range of liquid level sensors use pressure to measure the liquid level in a well or tank. The sensors can be used for 

collection of long term liquid level monitoring and also for pump control in applications where a well probe cannot be 

used. The liquid level sensor must be used with a compatible LORENTZ Controller (see requirements). 
 

FEATURES 
• Gauge pressure sensor, pressure measurement relative to atmosphere   

• For measuring levels of liquid in a well or tank 

• Accurate, robust sensor 

• For use with LORENTZ PumpScanner and pumpMANAGER 

REQUIREMENTS 

• LORENTZ PS2 controller, LORENTZ PSk2 controller or PS Controller equipped 

with a licensed PS DataModule 

• The cable contains a capillary tube to balance the sensor against atmospheric  

changes. The sensor must be ordered with the required cable length for the  

application as it cannot be spliced. Further cable lengths are available on demand, 

please contact LORENTZ. 

TECHNICAL DATA 
• Sensor type: 2 wire gauge sensor 

• Enclosure class: IP68 

• Sensor housing: stainless steel 

• Connects to LORENTZ PS DataModule 

• Oil resistant cable with capillary tube 

• Overpressure: 2x full scale 

• Output signal :4-20mA output 

• Voltage : 12-28VDC 

• Application temp.: -10 to 80°C 

                                    14 to 176°F 

• Accuracy class :0.5% FS 

• Meets the requirements for CE 

DIMENSION/WEIGHT 
 

• Packing dimensions:  

19-005040:    350 x 350 x 100 mm / 13.8 x 13.8 x 3.9 in 

19-005050:    350 x 350 x 100 mm / 13.8 x 13.8 x 3.9 in 

19-005080:    350 x 350 x 100 mm / 13.8 x 13.8 x 3.9 in 

19-004395:    350 x 350 x 180 mm / 13.8 x 13.8 x 7.1 in 

• Weight: 

19-005040:    4 kg / 8.8 Ibs 

19-005050:    5 kg / 11.0 Ibs 

19-005080:    7 kg / 15.4 Ibs 

19-004395:  11 kg / 24.3 lbs 
 

ORDER INFORMATION 
Item # Product Pressure range Cable length 

19-005040 
Liquid Level Sensor, 

0-10m/33ft, 30m/100ft Cable 

0-100 kPa 

0 to 10 m / 0 to 33 ft 

0 to 1 bar / 0 to 14.5 psi 

30 m / 100 ft * 

19-005050 
Liquid Level Sensor, 

0-20m/66ft, 40m/130ft Cable 

0-200 kPa 

0 to 20 m / 0 to 66 ft 

0 to 2 bar / 0 to 29 psi 

40 m / 130 ft * 

19-005080 
Liquid Level Sensor, 

0-50m/164ft, 60m/200ft Cable 

0-500 kPa 

0 to 50 m / 0 to 164 ft 

0 to 5 bar / 0 to 72.5 psi 

60 m / 200 ft * 

19-004395 
Liquid Level Sensor, 

0-100m/328ft, 140m/460ft Cable 

0-1000 kPa 

0 to 100 m / 0 to 328 ft 

0 to 10 bar / 0 to 145 psi 

140 m / 460 ft * 

 

*Further cable length is available on demand. Please contact LORENTZ.  

http://www.lorentz.de/

